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MULTIPORT FLUID DELIVERY SYSTEM 

CUSTOMIZED SPECIALTY VALVES 
The system is customized to  specific processes taking in 
consideration the delivery system requirements, valve ma-
terials, port arrangement, end fittings etc. 
 
APPLICATIONS 
• Irrigation Systems 
• Lubrication Systems  
• Product Line CIP 
• Column Service 
• Reverse Flow for Column and Filter Systems 

The main benefits of this product are: 

• Compact low profile design. 

• Reliable system. 

• Maintenance free. 

• Easy of installation. 

• Fewer connections and wiring. 

• Low torque actuator. 

• Easy of operation and programming. 

• Integrated valve position indicator. 

• Fully compatible with the major controllers in process automation. 

• Full fluid shutoff in the closed position. 

• Least amount of parts per ports than any other multiport valve. 

• Negligible wear on the seats and seals. 

• Double seal ensures tight closure  preventing leakage under pressure 
differentials.  

• Elimination of dead legs. 

• Reduced  complexity  in process piping, fewer fittings and welding    
making installation and maintenance easier to do. 

RETURN TO  FLUID DELIVERY SYSTEMS 



Thermoplastic Valves 

Features: 
• Available in PVC, CPVC, PVDF and Teflon 
• Custom Designs for specifc applications 
• Double Seal 
• Compact Design 
• Extended Service Life 
• Inert Materials Construction. 

Configurations: 
• 3−Way 
• 4−Way 
• Discrete Circuits 

 
Port Sizes: 

• 3−Way Threaded and socket 
1/4, 3/8, 1/2, to 2 inches in 1/4" increments.  All NPT threads. 
• 4−Way Threaded and socket 
1/4, 3/8, 1/2, to 1 1/2 inches in 1/4" increments. All NPT threads. 
• Discrete Circuits, Multi−port and positions. 
Up to 1 inch NPT and six ports. 
 

Operating Temperatures: 
• Up to 200 Degrees F depending on materials  
 

Operating Pressures: 
• Maximum 150 PSIG 
• Minimum 0 PSIG 
 

Mounting: 
• 8−32UNF in body. 
• Bracket attachment. 
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Vitrom Valves are compact, low-cost, rugged  with unique combination of double sealing and convenient 
operation. Easily adaptable to any piping connection, these valves allow for less complex systems by       
reducing the number of valves  used.  Offered in manual, electrically and pneumatically operated in port 
sizes 1/4”-2”. 



5-PORT/4-POSITION 

Features: 
• Available in PVC, CPVC,         

Stailess and Brass. 
• PVDF and Teflon constructions 

 possible. 
• Double Seal 
• Compact Design 

Configurations: 
• 3−Way Manual 
• 4−Way Manual 
• Inlet Safety Shutoff 
• Discret Flow 
• Actuator with valve positioner 
 

Power Requirements: 
• 24 volts DC 
        

Port Sizes: 
• 3−Way Threaded and socket 
1/4, 3/8, 1/2, to 2 inches in 1/4" increments.  All NPT threads. 
• 4−Way Threaded and socket 
1/4, 3/8, 1/2, to 1 1/2 inches in 1/4" increments. All NPT threads. 
• Discrete Circuits, Multi−port and positions. 
Up to 1 1/2 inch NPT and six ports. 
 

Operating Temperatures: 
• Up to 200 Degrees F depending on materials  
 

Operating Pressures: 
• Maximum 150 PSIG 
• Minimum 0 PSIG 
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6-PORT/4-POSITION 
DOUBLE INLET 
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Contact Vitrom for more details 



7-PORTS/6-POSITION 

Features: 
• Available in PVC, CPVC, Stainless and Brass. 
• Custom Designs for specifc applications. 
• Double Seal. 
• Compact Design. 
• Extended Service Life. 
• PVDF and Teflon require some development. 

Configurations: 
• 6−Way MANUAL 
• 6−Way W/ Controller 
• 6−Way W/ Position Encoder 

 
Port Sizes: 

• 6−Way Threaded and socket 
1/4, 3/8, 1/2, to 2 inches in 1/4" increments.  All NPT threads. 
Up to 1 1/2 inch NPT and 13−ports. 
 

Operating Temperatures: 
• Up to 200 Degrees F depending on materials  
 

Operating Pressures: 
• Maximum 150 PSIG 
• Minimum 0 PSIG 
 

Mounting: 
• 8−32UNF in body. 
• Bracket attachment. 
 

Power Requirements: 
• 24 volts DC. 
• 115 volts AC. 
 

Specialty Valves 

Vitrom Manufacturing Consultants 
3941 Holly Drive, Suite K 
Tracy, CA 95304 

Tel: 209-834-1900 
Fax: 209-834-1039 
Mailto:Reis@Vitrom.com 

VISIT US AT WWW.VITROM.COM  

Back to Diagram Page 


